**I/O Connections (under Security Cover)**

- DisplayPort
- HDMI
- VGA
- OSD Remote
- Touch USB
- Audio In
- Audio Out
- GPIO
- AC Power In

**Dimensions**

- 1282.7 x 753.5 mm
- 1211.8 x 680.4 mm
- 682.6 x 753.5 mm

**VESA Mounting**

- 400x400, M6 Threads, X4
- Threads start 8.5mm below mounting surface
- Max screw depth = 25mm from mounting surface
- Ensure minimum thread engagement of 5mm

**Peripheral Mounting Location**

- X4
- Cover for optional ECM connection
- Mounting holes for optional ECM kit, do not use for any other purpose.
ECM CONNECTIONS ON SAME SIDE AS IDS I/O CONNECTIONS

OPTIONAL ECM KIT

VESA MOUNT EXTENSION SPACERS AND SCREWS (X4) INCLUDED WITH ECM KIT

DIMENSIONS ARE IN MILLIMETERS

IR MODEL = 101.9
PCAP MODEL = 91.7

DIMENSIONAL DRAWING: 5502L
Optional Low Profile Wallmount Kit P/N E275050
With ECM Kit Installed

DimenSional Drawing: 5502L

DIMENSIONS ARE IN MILLIMETERS

LOGO ON BOTTOM

LOGO ON LEFT

Landscape Orientation

Portrait Orientation
MOUNTING HOLE LOCATIONS FOR
OPTIONAL LOW PROFILE WALLMOUNT KIT P/N E275050

LANDSCAPE ORIENTATION

MOUNTING HOLE LOCATIONS:
CHOOSE ONE:
A= 6MM (1/4”) HEX HEAD SCREWS, X4
B= 6MM (1/4”) HEX HEAD SCREWS, X2

PORTRAIT ORIENTATION

MOUNTING HOLE LOCATIONS:
CHOOSE ONE:
A= 6MM (1/4”) FLAT HEAD SCREWS, X4
B= 6MM (1/4”) HEX HEAD SCREWS, X4

DIMENSIONS ARE IN MILLIMETERS
OPTIONAL SIDE MOUNT BRACKET KIT P/N E329508
8 ADJUSTABLE BRACKETS INCLUDED IN KIT
CUSTOMER ASSEMBLED

ADJUSTMENT RANGE (25MM):
IR = 4.6 TO 29.6
PCAP = -5.5 TO 19.5

DIMENSIONS ARE IN MILLIMETERS

M4 THREADS, X2 (EACH BRACKET)

DIMENSIONAL DRAWING: 5502L
DIMENSIONS ARE IN MILLIMETERS