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DIMENSIONS ARE IN MILLIMETERS

SIDE MOUNT (LEFT AND RIGHT)
M4 THREADS, X2

MAX THREAD DEPTH = 6.5MM

VESA MOUNT
100X100 M4 THREADS, 
MAX THREAD DEPTH = 7MM, X4

SIDE MOUNT (TOP AND BOTTOM)
M4 THREADS, X2
MAX THREAD DEPTH = 6.5MM

TOUCH USB OUT
REMOTE OSD

VGA IN
HDMI IN

DISPLAYPORT IN

DC POWER IN

437.9
透視エリア

241.7
透視エリア

投影型静電容量方式モデル（ゼロベゼル）ET2094L-2UWB-0-MT-ZB-NPB-G
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DIMENSIONS ARE IN MILLIMETERS

WITH FLUSH MOUNTING BRACKETS (4 INCLUDED)

RECOMMENDED CUSTOMER PANEL CUT-OUT
 
"A" = CLEARANCE HOLES FOR M4 SCREWS 
 
"B" = M4 THREADS OR M4 CONCEALED HEAD
      THREADED STUDS WITH NUTS
 

TOUCHMONITOR

INSTALL ADJUSTING BRACKETS
TO TOUCHMONITOR
WILL BE FLUSH WITH CUSTOMER PANEL

ADJUSTMENT RANGE = 5.1 TO 17.6
(薄い板金を使用する場合、ボスの高さに注意して下さい)

2-φ4.3

482.2
(防水仕様にする場合、479.2が推奨)

288
(防水仕様

にする場合、
285が推奨)

R9.5, X4
(防水仕様にする場合、R8が推奨))

投影型静電容量方式モデル（ゼロベゼル）ET2094L-2UWB-0-MT-ZB-NPB-G

CUSTOMER PANEL (NOT INCLUDED)
お客様が準備される筐体のパネル
MIN THICKNESS = 5MM
MAX THICKNESS = 14MM
備考)薄い板金を使用する場合
ボスの高さに注意して下さい
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